
Bluetooth + Wi-Fi Yes Yes Yes

Power Supply 110 - 240 VAC 110 - 240 VAC 110 - 240 VAC

Conductor cross section 0.2 to 2.5 mm² 0.2 to 2.5 mm² 0.2 to 2.5 mm²

Ambient temperature -20 °C to 40 °C -20 °C to 40 °C -20 °C to 40 °C

Power consumption < 1.2W < 1.2W < 1.2 W

Max switching voltage AC 240V 240V 240V

Max switching voltage DC 30V N/A N/A

Max switching current AC 8A 8A Max Measurement Current 16A

Max switching current DC 5A N/A N/A

Max switching power AC: 2000W 2000W 3840W

Max switching power DC: 150W N/A N/A

Dry Contact Yes No No

Power Monitoring No Yes Yes

Add-On No No No

Roller Shutter Function No No No

Dimmable No No No

No Neutral install No No No

Overvoltage Protection No Yes No

Overheating Protection Yes Yes No

Overcurrent protection No Yes No

Overpower protection No Yes No

Overload Protection No No No

Size 29mm x 34mm x 16mm ±0.5 mm 29mm x 34mm x 16mm ±0.5 mm 29mm x 34mm x 16mm ±0.5 mm

Knowledge base Shelly 1 Mini Gen3 Shelly 1PM Mini Gen3 Shelly PM Mini Gen3

Typical use case Switch Gates / Motors / Lights Measure Power / Switch Appliances Automations based on power use

Shelly 1  Mini Gen3 Shelly 1PM Mini Gen3 Shelly PM Mini Gen3
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